
 

���� Eye IR Cameras 

 

 
 

 Weather Proof IR 
Camera  

Weather Proof IR 
Camera  

Weather Proof 
Day / Night IR Camera  Long Range IR Camera  Long Range IR Camera  IR Dome Camera  Outdoor IR Dome Camera  

Outdoor IR Dome 
Camera 

Model SF281 SF281S  SF287 SF287S SF399 SF485 SF489 DF183 DF187 DF283 DF286 DF287 DF288 

 Pick Up Device 1/3” interline transfer CCD 1/3” interline transfer 
CCD 1/3” interline transfer CCD 1/3” interline transfer CCD 1/3” interline transfer CCD 1/3” interline transfer CCD 1/3” interline transfer CCD 1/3” interline transfer 

CCD 

 Horizontal Resolution 420 TVL 540 TVL 540 TVL 540 TVL 480 TVL 380 TVL 520 TVL 420 TVL 480 TVL 540 TVL 540 TVL 

 Lens 3.6mm 6mm 3.6mm 6mm 2.9 ~ 10mm 
( Aspherical IR lens ) 

4 ~ 9mm 
( Aspherical IR lens ) 

9 ~ 22mm 
( Aspherical IR lens ) 3.6mm 3.6mm 2.9mm ~ 10mm 

( Aspherical IR lens ) 

 View Angle ( Horizontal ) 68° 55° 68° 55° 28° ~ 88° 40° ~ 65° 16.2° ~ 40.6° 6 8° 68° 28.8° ~ 94.6° 

 Auto-iris Lens - - Yes Yes Yes - - Yes 

 Auto IR-cut Filter - - Yes Yes Yes - - Yes 

 IR LED / Effective Range 23 infrared LEDs / ~15m 36 infrared LEDs / ~20m 15 infrared LEDs / ~20m 48 infrared LEDs / ~30m 40 infrared LEDs / ~40m 22 infrared LEDs / ~15m 23 infrared LEDs / ~15m 10 infrared LEDs / ~15m 

 Min. Illumination 0.5 Lux / F1.2 ( IR OFF ) 
0.0 Lux ( IR ON ) 

0.1 Lux / F1.2 ( IR OFF ) 
0.0 Lux ( IR ON ) 

0.13 Lux / F1.3 ( IR OFF ) 
0.0 Lux ( IR ON ) 

0.5 Lux / F1.2 ( IR OFF ) 
0.0 Lux ( IR ON ) 

0.01 Lux / F1.2 ( IR OFF ) 
0.0 Lux ( IR ON ) 

0.1 Lux / F1.2 
( IR OFF )  

0.0 Lux 
( IR ON ) 

0.5 Lux / F1.2 
( IR OFF )  

0.0 Lux 
( IR ON ) 

0.5 Lux / F1.2  
( IR OFF ) 

0.0 Lux  
( IR ON ) 

0.1 Lux / F1.2 
 ( IR OFF ) 

0.0 Lux  
( IR ON ) 

0.13 Lux / F1.3 ( IR OFF ) 
0.0 Lux 

( IR ON & IR filter 
removed ) 

 Weather Proof Standard IP66 IP66 IP67 IP66 IP66 - IP66 IP66 

 Electronic Shutter 1/50 ( 1/60 ) to  
1/100,000 sec 

1/50 ( 1/60 ) to  
1/100,000 sec 1/50 ( 1/60 ) sec 1/50 ( 1/60 ) sec 1/50 ( 1/60 ) sec 1/50 ( 1/60 ) to 1/100,000 sec 1/50 ( 1/60 ) to 1/100,000 sec 1/50 ( 1/60 ) sec 

 Electronic Shutter Control  Built-in Built-in On / Off switchable Built-in On / Off switchable Built-in Built-in On / Off switchable 

 Back Light Compensation  - - On / Off switchable On / Off switchable On / Off switchable Built-in - On / Off switchable 

 S/N Ratio More than 48dB  
( AGC off ) 

More than 48dB  
( AGC off ) More than 48dB ( AGC off ) More than 48dB ( AGC off ) More than 45dB ( AGC off ) More than 48dB 

( AGC off ) 
More than 45dB 

( AGC off ) More than 48dB ( AGC off ) More than 50dB  
( AGC off ) 

 White Balance Auto Auto Auto ATW / AWB / Fixed / Manual Auto Auto Auto AWB 

 Video Output 1.0 Vp-p, 75�  1.0 Vp-p, 75�  1.0 Vp-p, 75�  1.0 Vp-p, 75�  1.0 Vp-p, 75�  1.0 Vp-p, 75�  1.0 Vp-p, 75�  1.0 Vp-p, 75�  

 Auto Gain Control Yes Yes Yes On / Off switchable On / Off switchable Yes Yes On / Off switchable 

 Power Source 
DC 12V / 120 mA  

( IR OFF ) 
400 mA ( IR ON ) 

DC 12V / 120 mA  
( IR OFF ) 

400 mA ( IR ON ) 

DC 12V / 200 mA  
( IR OFF ) 

500 mA ( IR ON ) 

DC 12V / 200 mA ( IR OFF ) 
600 mA ( IR ON ) DC 12V / AC 24V 

DC 12V / 160 mA 
( IR OFF ) 
340 mA  

( IR ON ) 

DC 12V / 160 mA 
( IR OFF ) 
380 mA  

( IR ON ) 

DC 12V / 120 mA ( IR OFF ) 
400 mA ( IR ON ) 

DC 12V / 200 mA  
( IR OFF ) 

500 mA ( IR ON ) 

 Operating Temperature -20°C ~ +50°C -20°C ~ +50°C -10°C ~ +50°C -20°C ~ +50°C -10°C ~ +50°C -20°C ~ +50°C  -10°C ~ +50°C  -20°C ~ +50°C -10°C ~ +50°C 

 Humidity - - - - - < 90% - - 

 Weight ( g ) 280 520 500 1360 2000 250 570 950 

www.TeleEye.com  
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�
DF288 ���� Eye Group  

Signal Communications Limited  
Units 202-203, 2/F, Laford Centre, 838 Lai Chi Kok Road, Kowloon, Hong Kong 
International: (852) 2995 5996   Hong Kong: (852) 2995 5992   Fax: (852) 2995 5901 
Email: info@TeleEye.com       Web: www.TeleEye.com�

�

�
TeleEye Europe Ltd.  
Tel: (44) 1628 776061 
Fax: (44) 1628 407399 
Email: ukinfo@TeleEye.com�

TeleEye (S) Pte Ltd.  
Tel: (65) 6745-3921 
Fax: (65) 6742-1965 
Email: sales@TeleEye.com.sg�

TeleEye Digital Technology (Shenzhen) Co., Ltd.  
Tel: (86) 755-2671-2122 
Fax: (86) 755-2671-2287 
Email: info@TeleEye.com.cn�

TeleEye Hrvatska  
Tel: (385) 52-383-102 
Fax: (385) 52-383-101 
Email:info@TeleEye.hr�

   �
TeleEye Philippines Inc  
Tel: (63) 2-3650897 
Fax: (63) 2-3651446 
Email: contact@TeleEye.com.ph�

TeleEye (Mauritius) Ltd.  
Tel: (230) 686 5238 
Fax: (230) 698 2179 
Email: info@TeleEye.com.mu�

TeleEye (South Africa) (Pty) Ltd  
Tel: (27) 11 557 9200 
Fax: (27) 11 706 3847 
Email: info@TeleEye.co.za�

Companhia TeleEye (Macau) Limitada  
Tel: (853) 2857 5933 
Fax: (853) 2857 5911 
Email: info@TeleEye.com.mo�

Features and specifications are subject to change without prior notice. Copyright© 2009 Signal Communications Limited. TeleEye is a trademark of Signal Communications Limited and is registered in China, European Community, Hong Kong, U.S. and 
other countries. All other trademarks are the property of their respective owners.                                                                                                                                                 2009.09                                                                                                            


